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ILLUSTRATION ONLY SPECIFICATIONS
EXCITATION MAX. (V) 0
3 CROSSTALK (4F.S.) 2.5
NON-L INEARITY (%F.S.) 0.5
HYSTERESIS (%F.S.) 0.5
Fx Fy Fz Mx My Mz | peRATING TEMP. RANGE (°C) 40 TO +90
BRIDGE RES. (()) 1400 | 1400 | 1400 | 1400 | 1400 [ 1400
WRING CODE (14-CONDUCTOR CABLE) SUNRISE INSTRUMENTS
NO. |COLOR FUNCTION [NO. [CoLOR FUNCTION [NO.  [COLOR FUNCTION .
| WHITE CHI+ 6 LIGHT YELLOW CH3- [ PURPLE CHE+ Wwwsrlsensorcom
> |BrRowN CHI - 7 |GREEN CHA+ 12 |LIGHT PURPLE|CH6 -
T TonNGE N 5 Toray e 3 TR o SIX AXTS CIRCULAR LOAD CELL
4 LIGHT ORANGE|CH?- 9 BULE CH5+ | 4 BLACK -F DASMM
> | YELLOW CH3 10 JLTGHT BLUE JCHo>- UNLESS OTHERWISE SPECIFIED "
SHIELD TO SENSOR BODY DIMENS IONS ARE N HM CO45E240T g




