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©%% MOUNTING ROBOT
=— ARM TO THIS SIDE |EXCITATION MAX. (V) +24V
VIEW A ) OVERLOAD CAPACITY (%F.S ) 1000
SCALE 2.0 LOWEST FREE AIR RESONANT FREQ. (HZ.) 690
CABLE CROSSTALK - W\TOH ADJUSTMENT (%F.S.) 2
COLOR FUNCTION LED NON—UNEARHOY (%F.S.) 0.5
ORANGE Y HYSTERESIS (4F.S.) O 0.5
MOUNT ING TOOL OPERATING TEMP. RANGE (°C) -40 TO +100
BLACK GND _
CRAY R TO THIS STDE COMPENSATED TEMP. RANGE (°C) 10 70 70
BROWN X THE QUTPUT IS POSITIVE WHEN THE |[MASS (KG) 0.69
LOAD IS APPLIED TO THE TOOL
M8 CONNECTOR PIN ASSIGNMENT SUNRISE INSTRUMENTS
SIDE PER COORDINATE AS SHOWN.
PIN{ FUNCTION| COLOR [PIN#|FUNCTION| COLOR )
| [+24V |ORANGE | 5 |RXP viLLow | |LED STATUS SENSOR STATUS WWW.SrISensor.com
2 |GND BLACK | 6 |RXN GREEN OFF POWER OFF
3 TP BLUE BEY GRAY FLIKER WORK PROPERLY SEX AXTS LOADCELL WITH OL STOPS
4 [THN WHITE | 8 [Tx BROWN ON ABNORMAL [POO,ETHERNET TCP/IP QUTPUT
Fx Fy Fz Mx My Mz UNLESS OTHERWISE SPECIFIED M38 | 60F REV
CAPACITY (N/Nm) 70 70 70 7 7 7 DIMENSTONS ARE IN MM A




