4XM3V 4.5

—=—10.00

BOTH SIDES
BOTH SIDES
DO NOT EXCEED 4.5MM DEEP O O
BHETEBTL  HmmF
BURKERE
32.00 n o O
L “
BOTH 48 IDES \ .
(@)
1O
#7:5013340000
B 5013301400
— 1600 =
O o000
o POSITIVE OUTPUT WHEN THE LOAD IS APPLIED TO THE UPPER
O 006 PORTION PER COORDINATE SYSTEM
SPECIFICATIONS
EXCITATION MAX. (V) 5
OVERLOAD CAPACITY (%F.S.) 300
Fx Fy Fz Mx My Mz | CROSSTALK (4F.S.) 2.5
CAPACITY (N) 300 300 300 NA NA NA | NON-LINEARITY (%F.S.) 0.9
OUTPUT (mV/V) 0.74 0.75 0.56 NA NA NA  [HYSTERESIS (%F.S.) 0.9
BRIDGE RES. (Q) 700 700 1400 NA NA NA OPERATING TEMP. RANGE (°C) =40 TO +100
WIRING CODE - TWISTED PARR WIRES COMPENSATED TEMP. RANGE (°C) 10 TO 70
MASS (KG) 0.0l
PIN+ COLOR FUNCTION PIN: COLOR FUNCTION
| Shield NA 8 BROWN F1 SUNRISE INSTRUMENTS
RED +E .
: e b j 0 WWW.Srisensor.com
GREEN FX YELLOW-ST -FY
g / o : T - THREE AXIS SOUARE LOAD CELL
5 / T 3 TLACk 0 32K32X oMM, F300N
1 BROWN-ST 7 1 4 / NA UNLESS OTHERWISE SPECIFIED M431263A REV.
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