—_YWw.srisensor.com

6X
60@

ATTACH TO ROBOT

6.20 THRU
EQ. SPACE

I3

@ 180

ATTACH TO TOOL ?

.00
NEUTRAL AXIS

37.20

.00

W srisensor.con
M43448
SNXXX

f——

2xg 4,013 057 4.0

6XM6V 9.0
SPACE

o

60" EQ.

®
2%X50.00£0 O\/

?

2%83.00%0.0]
LEMO CONNECTOR 120 0°
EEG.2B.319.CLL o o
MATING CONNECTOR = @ @121.00
FGG.2B.319.CLAD521Z ®
2%34.02*8-0‘#//// = —
120° SPACE 6X50.00
POSITIVE OUTPUT WHEN THE LOAD IS APPLIED TO THE TOOL SIDE
PER COORDINATE SYSTEM AS SHOWN SPECIFICATIONS
THE QUTPUTS ARE NOT STRUCTURALLY DECOUPLED POWER SUPPLY (V) 24V
A 6X6 DECOUPLED MATRIX IS PROVIDED TO OBTAIN EACH COMPONENT OVERLOAD CAPACITY (#4F.S.) 300
RESOLUTION: 1/2000 TO 1/5000 OF FULL SCALE [REE ATR RESONANT FREO. (HZ.) 1800
CROSSTALK (%F.S.) 3.0
Fx Fy Fz Mx My Mz on-LINEARITY (2F 5. 0.5
CAPACITY (N/Nm) 800N 800N 800N [ 20Nm [20Nm [20Nm | HYSTERESIS (%F S ) 0.5
OUTPUT (V) .5V 1.5V | 1.5V | 1.5V | 1.5V | 1.5V [OPERATING TEMP. RANGE (°C) -40 TO +100
DIFFERENTIAL OUTPUT, COMMON MODE AT 0OV COMPENSATED TEMP. RANGE (°C) 10 TO 70
LEMO PIN ASSIGNMENT - TWISTED PAIR COLOR CODES MASS (KG) .6
PIN FUNCTION PIN ¢ FUNCTION PIN FUNCTION SUNRISE INSTRUMENTS
| +FX WT(BN) 6 -FZ BN(BL) 10 -MY BN(RD) .
2 -FX BN(WT) 1 +MX YL (BN) || +MZ WT(BK) WWW.STISensor.com
3 +FY 0G(BN) 8 -MX BN(YL) |12 -MZ BK(WT)
SIX AXTS CIRCULAR LOAD CELL, COUPLED
4 -FY BN(0G) 9 +MY RD(BN) 17 NA S180MM 800N
5 +F7 BL(BN) 8 +V 24V 0G(BK) & BL(BK) & BK(BL)
19 GND RD(BK)SBK(RD)SYL(BK)&BK(YL) SHIELD TO CONNECTOR SHELL | UNLESS OTHERWISE SPECITIED MA344B REV.
WT=WHITE, BN=BROWN, OG=ORANGE, BL=BLUE, YL=YELLOW, RD=RED, BK=BLACK DIMENSIONS ARE IN MM B




